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SnexTponpuBon unenHo# (C1l30 RR 230B) B OeKOPaTHBHOM
Kopnyce C HHTErpHpPOBaHHBIM NPHEMHHKOM, 1,2 M, xom uemnH
360 mm, 230B
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SnexTtponpuson uenHo# (C130 RR 230B) B HEeKOPaTHBHOM KOPHNyCe C HHTETIPHPOBAHHBIM IpHeMHHKOM, 1,2
M, xom uenu 360 mm, 230B
Be#affirpyBoka 6e3 peHTHHTa

3amaTb BONPOC MNO TOBapy

OnucaHue

e HHSOPMAIUA
o XAPAKTEPHCTHUKHU

e BPOIIOPA
e CEPTHPHUKAT
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C130

Chain actuator
Thrust force 300N
Max stroke 360mm

DESCRIPTION FOR TECHNICAL SPECIFICATIONS

Electric actuator Tapp madel C130with double-link chain, In an elegant
diecast aluminium profie, with custom-nade length om 600 mm to
1200 mm, complete with brackets and accessories for top and bottom
hung windows. Operation at 230V ~ 50z or, as an akernative, at 24V
d.c. Max. thrust force 300N, Fast hooking and unhooking system tothe.
window frame. fax sroke 380 mm. CE marked device.

9{6
i3ras.

Tailored profie lengths according to the win-
dow Fame width

Cable exit on both sides fo the profile

TECHNICAL CHARACTERISTICS €130 230v
Power supply voltage. 230V ~ 50Hz

Max applicable load in thrust 300N

Max applicable load in traction 200N
Stroke 360mm
Absoroed eurrent 0124

Idle transiation speed smmis
Duration of the idle stroke s

Double Insulated vES

Service tyve. 520f 4min
Operating temperature -5C +50°C
Protection Class P30

Stroke end regulation in closure
Connection of two or more actuators in paralle]
Stroke end

not necessary

Innovative and original design

S2 di 5 min
-5°C + 50°C
IP 30

?7? 20?7°77°777°7
?7?
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cone PRODUCT DESCRIPTION
€130 chain actuator (profile’s length: 600 mm - 900 mm}, stroke 360 mm,
application on top hung windows
3A6# €130 chain actuator 230V
68 €130 chain actuator 26V
€130 chain actuator (profile’s length: 910 mm « 1200 mmj, stroke 360 mm,
application ontop hung windows

€130 chain actuater 230V
3A6# ©130.chain actuator 24V
C130 chain actuator with on-board receiver
68 €130 chaln actuator 230V RR (profie’s length: 500 mim - 900 mm)
3n6# €130 chain actuator 230V RR (orofile’s lengtn: 910 mm - 1200 mm)
Description of the standard pattem, profile 600 mm - 900 mm,
application on top hung windows.
EX €130 chain actuator 230V

Frontal bracket for top hung windows (2 pes)

Clamps set for top hung brackets (2 pes)

ARS fast hooking device to the frame

Leg0-1200

LeB0-1200

ot Accessories and spare parts
@%ums Clamps for top hung windows (zinc-plated)

345006 Clamp: hung windows (zinc-plated)

1A5822 Slim rontal bracket for top hung windows (zinc-plated)

{window opening min 400mm)

1As827 Frontal bracket for tap hung windows (zinc-plated)

{window opening min 760mm)

Bracket for vertical mounting (zinc-plated)
{window opening >350mm)

Bracket for installation on bottom hung windows

Bracket for top hung reversed assembly (zinc-plated)
{window opening min 250mm).

Fallback bracket for bottom hung windows (zinc-plated)

ARS Rapid hooking device to the frame - grey.

Special stroke < 360 mm avallable

c13024v
min 21V ~ max 28V DG

=

Cupoias and skyignts

485

Bottom-hung windows

Top-hung windows

s
Electronic in opening, by amperometric absorption in closng
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[ ))EC DECLARATION OF INCORPORATION OF PARTLY COMPLETED MACHINERY

ORIGINAL

TQPP

tecnologieo del movimente

The undersigned, in the name of and behalf of the following company
Topp S.r.l.
Via Galvani, 59
36066 Sandrigo (V1)
Italia

herewith declares

that the person authorised to compile the technical file is
Name: Bettiati Roberto - Topp S.r.l.

Address: via Galvani,59 36066 Sandrigo (V1)

and

that to the partly completed machinery

CHAIN ACTUATOR FOR WINDOW AUTOMATION

Type: C130;, C160
Model(s): C130/RR; C130/230V - C130/24V; C160/230V - C160/24V
Serial number and year of construction: from no.1603TB01112 to no. 16120PF1999

the following essential requirements of the following EC directive (including all applicable
amendments)
2006/42/EC Machinery Directive (lfalian adoption DLgs 27 jan. 2010, n.17)
have been applied and fulfilled:
Enclosure I: 1.5.1; 1.5.2; 1.5.10; 1.5.11
and that the relevant technical documentation is compiled in accordance with part B of
Annex VIl of the above mentioned Machinery Directive.

The above identified partly completed machinery is also in conformity with the all the
relevant provisions of the following EC directives (including all applicable amendments)
2014/30/EU EMC Directive
2011/65/EU ROHS Il Directive

The following harmonised standards have been applied:

EN 55014-1 EN 55014-2 EN 61000-3-2
EN 61000-3-3 EN 61000-6-2 EN 61000-6-3
EN 62233 EN 50581

EN 60335-1 Applicable parts of EN 60335-2-103

The undersigned also undertakes the obligation, in response fo a duly reasonedrequest by the
national market surveillance authorities, to transmit to the a.m. authorities, in electronic or
paper format, the relevant technical documentation on the partly completed machinery.

The above identified partly completed machinery must not be put into service until the final
machinery info which it is to be incorporated has been declared in conformity with the
provisions of the above mentioned Machinery Directive.

This declaration of conformity is issued underthe sole responsibility ofthe manufacturer.

Date: Sandrigo, 01/03/2016  Signature: Matteo Cavach (Qf_\
Administrator N @SD
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